50

CUTOUT DIMENSIONS

IMPORTANT COUNTERTOP NOTCH
AND HOOD CLEARANCE REQUIREMENTS TEBQS4RS C

TEIBQ54RS
7 54
s
UNIT CUTOUT *C Series Models:
\ Add 3.25" to allow TEBQ42G-C
for hood opening TEBQ42R-C (AS SHOWN)
) TEBQ42RS-C
*Eagle One Models:
Add 5" to allow for
y hood opening. TEBQ36G-C
UNIT OVERALL TEBQ36R-C (AS SHOWN)

COUNTERTOP - WIDTH TEBQ36RS-C
OVERHANG TEIBQ36RS

TEBQ30G-C
TEBQ3OR-C (AS SHOWN)
TEBQ3ORS-C

e

.00 TEWD42C-C

TEDD422-B (AS SHOWN])
TEDD423-B

s ,s’%‘,f;fifffiff:;1;~»
TETQ%X 7~

)\ TEDD362-B (AS SHOWN)

36.00 TEDD363-B

INSULATING JACKETS

PR - OVERALL DIMENSIONS
TEDD303-B (AS SHOWN) umeer | @) wioth | ©) oepti (@ HeienT | (2) wioth | () pepTH | () HElGHT
TEIJ24 | 28-5/8" | 23-7/16" 13" 26-7/8" | 22-1/4" | 12-5/8"
-~ TEIJ30 | 34-3/4" | 271/8" | 13-1/4" 33-1/2" 26" 12-5/8"
\(/ ' TEIJ36 | 40-3/4" | 271/8" | 13-1/4" 39-1/2" 26" 12-5/8"
EER(EE0LC TEIJ42 | 46-3/4" | 27/8" | 131/4" 45-1/2" 26" 12-5/8"
TEIJ54 | 58-3/4" | 274/8" | 131/4" 57-1/2" 26" 12-5/8"

TETD18T-B | 21.50" TEIJ: Insulating jackets for installation
TETD182T-B| 24.50" in combustible construction

TEBK242-F
TEOR24-F (AS SHOWN)
TERD242-F

See important countertop notch and
hood clearance requirements, left



Twin Eagles reserves the right to change the specifications, designs and materials of the products without notice.

TEMC1818 (A

)\ 25
TEOB18-B (/\
ACCESS DOOR DIMENSIONS
OVERALL DIMENSIONS

MODEL
aovser |@ wiori | @) HereHT WIDTH HEIGHT
TEADI18(R/L)-C 18" 20-3/4" | 16-1/4" 19"
TEAD24(R/L)-C 24" 20-3/4" 22-1/4" 19"
TEAD30-C 30" 20-3/4" | 28-1/4" 19"
TEAD36-C 36" 20-3/4" 34-1/4" 19"
TEAD42-C 42" 20-3/4" | 40-1/4" 19"

TESB131-C
TESB132-C(AS SHOWN)

, TEAD-C 10.00
(SEE ACCESS DOOR  *DRAN
DIMENSIONS)

TEOC24D-B

T . TESD301-B l
20.75 \/ <2'75)\i 275

TESD192-B
20.75 (AS SHOWN)

_L TESD193-B

TESD132-B
TESD133-B
(AS SHOWN)

Please verify the specifications prior to finalizing your enclosures.



